
DIESELPUMPER
FOR PRIVAT BRUK
DIESELPUMPER
FOR PRIVAT BRUK

BRUKERVEILEDNING

CUBECUBE
Bulletin MOO97C EN - Rev.1



VERA TANK AS Tlf. 92 41 98 00 www.veratank.no

INNHOLD

Allment 3
 Sikkerhet 3
 Vernehansker 3
 Tillatt bruk 3
 Overoppheting 3
 Røyking forbudt 3
 Elektriske sikkerhetstiltak 3
 Service 3

Transport, håndtering og utpakking 3

A) Håndbøker 4
 Liste over håndbøker i forsendelsen 4

B) Allmenne opplysninger 4
 CUBE-pumpe 5
 K33-måler 5
 Selvsugende pumpe og motor 5
 Identifiserende skilt 5
 Deler av CUBE-pumpene 6
 Tekniske spesifikasjoner 6
 CUBE-pumper 6
 K33-måler 6
 Målerens nøyaktighet 6
 Tillatt bruk 6
 Ikke tillatt bruk 6

C) Installasjon  7
 Pakningens innhold  7
 Åpning  7
 Nullstillingsbryter  7
 Slangeholderen trekkes ut  7
 Slangen og pistolen installeres  7
 Allmenne advarsler for installasjonen  7
 Mekanisk installasjon  8
 Hydrauliske koblinger  8
 Høyeste lengde på innsugingsrøret  8
 Anbefalinger og advarsler  8
 Tilbakeslagsventil med sil installeres  8
 Slik kobles slangen til CUBE  8
 Elektriske koblinger  9
 CUBE kobles til 230 V 
 enfaset vekselstrøm  9
 Oppstart  9
 Pumpen fylles  9
 Pumpen startes opp  9
 CUBE slås på  10

D) Bruksanvisning  11
 Slik fyller du drivstoff  11

E) Vedlikehold  12
 Slik åpnes og lukkes CUBE  12
 Periodiske inspeksjoner  12
 Slik renser du pumpefilteret  12
 Feilsøking  13

2



VERA TANK AS Tlf. 92 41 98 00 www.veratank.no

ALLMENT

SIKKERHET

TRANSPORT, HÅNDTERING OG UTPAKKING

CUBE-pumper er utformet for privat pumping av diesel til privat forbruk. De er ikke godkjent for
kjøp og salg. Alle modellene i serien har samme solide metallkonstruksjon og pumper av selvsugende 
type, men de har forskjellig målere – mekaniske eller elektriske – og noen modeller har et elektronisk 
kontrollsystem for pumping.

CUBE fraktes i pappemballasje som egner seg for stabling.

Emballasjens dimensjoner: h = 480 mm / b = 380 mm / d = 380 mm
Total vekt: CUBE 56/33 – 21,3 kg Emballasjens vekt: 1,8 kg
  CUBE 70/33 – 24,0 kg    1,8 kg

Åpne pappemballasjen med saks eller kniv. Pass på å ikke skade pumpen. Åpne pakken helt,  
ta ut CUBE og bring den til stedet der den skal installeres.
Når emballasjen er fjernet, må pumpen alltid holdes i loddrett stilling.

Sjekk om pumpen er hel ved å undersøke om de tilsendte delene har noen skader som kan virke inn 
på sikkerheten og driften. Ikke start den hvis du er i tvil, ta i stedet kontakt med leverandøren.

Vernehansker. Langvarig kontakt med hydrokarboner kan forårsake hudirritasjon: bruk alltid PVC-
hansker som følger standarden EN 388 kat. 2 ved drivstoffpumping.

Tillatt bruk. Enheten må alltid brukes til det den er bygd for. Følg instruksjonene i kapitlet Bruk-
sanvisning.

Overoppheting. Hindre overoppheting ved å stoppe pumpen når den ikke har pumpet drivstoff i 
mer enn 2 minutter.

Røyking forbudt. Når pumpen er i gang, og spesielt under etterfylling, må du ikke røyke eller 
bruke åpen ild.

Elektriske sikkerhetstiltak. Det er farlig høy spenning inne i enheten. Bare kvalifisert og autorisert 
teknisk personell har lov til å åpne pumpen.

Service. Service på pumpen må utføres av kvalifisert personell.

CUBE is shipped inside stackable cardboard packaging.

DIMENSIONS OF PACKAGING: h. = 480mm / w. = 380mm / d. = 380mm

TOTAL WEIGHT: Cube 56/33 = 21.3 Kg Cube DC 12V = 22 Kg PACKAGING WEIGHT: 1.8 Kg
Cube 70/33 = 24.0 Kg Cube DC 24V = 22 Kg 1.8 Kg

When the machine is not used, whether it is packed or unpacked, it must be stored in a place protected from the
weather (rain, damp, sun, etc.) and from dust.
To remove the cardboard packaging, use a pair of scissors or cutters, being careful not to damage the appliance.
Fully open the packaging and take out the CUBE so that it can be taken to the place of final installation.
Once the packaging has been removed, the station must always be kept in ver tical position.
Packaging par ts (cardboard, wood, cellophane, etc...) must be placed in specific containers and not left lying around
or within reach of children, as these represent a potential risk hazard. They must be disposed of according to the
regulations applicable in the country of use.
Check the integrity of the machine by making sure the shipped par ts are not damaged in any way that could affect
safey and operation. In case of any doubts, do not star t the appliance but contact the manufacturer's after-sales
service.

Protective gloves. Prolonged contact with hydrocarbons can cause skin irritation: when dispensing
fuel always use PVC gloves conforming to the standard EN 388 cat.2.

Permitted uses. The unit must always be used for the purpose intended. Follow the instructions
listed in the chapter Instructions for Use.

Overheating. To prevent overheating, make sure that the pump of the dispenser stops whenever fuel
has not been dispensed for more than 2 minutes.

Smoking prohibited. When operating the dispenser and in par ticular during refuelling, do not smoke
and do not use open flame.

Electrical precautions. There are dangerously high voltages inside the unit. Only qualified and
authorized technical personnel are allowed to open the dispenser.

Service. Service of the dispenser must be per formed by qualified personnel.

CUBE dispensers are appliances designed for the private distribution of diesel fuel for motor transport.
All the models of the series share the same sturdy metal structure and the self-priming type pumps, while they differ
in terms of the meter - mechanical or electronic - and in the fact that some models feature an electronic dispensing
Control System.
Reliability of pumping units, accurate measurement of dispensed product and high Control System performance are
CUBE's strong points.
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FIRST AID RULES

GENERAL

SAFETY RULES

TRANSPORT, HANDLING AND UNPACKING

Persons who have ingested toxic liquids: whenever fuel has been swallowed, do not induce vomiting, but
have the injured person drink large quantities of milk or water.

Persons who have suffered electric shock: disconnect the power source, or use a dry insulator to protect
yourself while you move the injured person away from any electrical conductor.
Avoid touching the injured person with your bare hands until he is far away from any conductor
Immediately call for help from qualified and trained personnel.

IN ALL CASES, SEEK MEDICAL ATTENTION IMMEDIATELY

EN(Translated from Italian)
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HÅNDBØKER

ALLMENNE OPPLYSNINGER

Denne CUBE-håndboka viser hovedtrekkene ved de forskjellige modellene og gir opplysninger om:
• elektrisk og mekanisk installering
• oppstartoperasjoner
• daglig bruk

Denne håndboka inneholder IKKE andre aspekter som
• kalibrering av K33-måleren

Disse aspektene finnes i de spesifikke håndbøkene som følger med hver modell av stasjonen.

CUBE-pumper er utformet for pumping av diesel til privat bruk. De er karakterisert ved maksimal 
sikkerhet og brukervennlighet. CUBE-pumper er pålitelige, effektive, enkle å installere og klare til 
bruk.
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CUBE PUMPE

K33 måleren

Selvsugende pumpe og motor

Pistol

Identifiserende skilt

ADVARSEL

Målere i K-serien er mekaniske instrumenter av vippeskive-typen utformet for nøyaktig måling av diesel. 
Måleren er forsynt med en teller for totalt antall liter som ikke kan nullstilles og en teller for hver enkelt 
pumping som kan nullstilles.
• Engangstelleren har tre siffer og totaltelleren har seks.

CUBE-pumper er utstyrt med selvsugende volumetriske elektriske lamellpumper med omløpsventil. Med 
denne ventilen kan pumpen fungere i kort tid også når pistolen er stengt. Motoren, som er direkte koblet 
til pumpen, er asynkron, selvventilert av lukket type, enfaset vekselstrøm.

Pumpepistolen som følger med CUBE er av den automatiske typen med en innretning som registrerer full 
tank og slår av pumpen.

Dette skiltet er festet på venstre side av pumpen.

Utstyret og egenskapene er:
• Selvsugende lamellpumpe med innebygd omløpsventil.
• Motor med beskyttelsesklasse IP55 og varmebeskyttelse, 230 V enfaset vekselstrøm.
• Børstemotor drevet med kontinuerlig strøm, lavspent, med avbrutt arbeidssyklus, lukket type,  
 beskyttelsesklasse IP55 i henhold til CEI-EN 60034-5, flensmontert direkte på pumpen (modell Panther Dc).
• Målere av antistatiske gummirør for drivstoff.
• Pistol av automatisk type med av/på-bryter innebygd i holderen.
• Kasse av stål med rustbehandling og malt overflate.

Før du installerer må du alltid sørge for å ha korrekt pumpepistol som egner seg for den 
tilgjengelige strømkilden (spenning/frekvens).

The nozzle supplied with CUBE is of automatic type and fitted with a shut-off device for full tank.

CUBE dispensers are equipped with self-
priming, volumetric, electric rotary vane
pumps for the transfer of diesel fuel,
provided with a by-pass valve. Such a valve
allows functioning for brief periods of time
even with the dispensing nozzle closed. The

motor which is directly coupled to the pump
body is asynchronous, closed-type self-
ventilated, AC single-phase.
For additional information and technical
data, consult Technical Bulletin M0042
"PANTHER 56/72".

Series K meters are mechanical oscillating
disk meters designed to allow the precise
measurement of diesel fuel.
The meter is provided with a non-resettable
counter in litres and a partial resettable indicator:

• the partial indicator has three digits and
the total indicator has six digits.

For additional information, consult Technical
Bulletin M 0033 "Mechanical Meters, Use and
Maintenance.”

The CUBE dispenser is equipped with a Series K mechanical type meter.

Equipment and features are:
• Self-priming rotary vane pump with

incorporated by-pass valve.
• Motor with protection grade IP55 and

thermal protection, 230V AC single-phase.
• Brush motor powered by continuous current,

low voltage, with intermittent cycle, closed
type, IP55 protection class according to CEI

EN 60034-5, flange-mounted directly to the
pump body (version Panther Dc).

• Four meters of anti-static rubber tube for fuel.
• Automatic type dispensing nozzle with on-

off switch integrated into the nozzle rest.
• Steel body with anti-corrosion treatment

and paint finish.
• 110/120 V AC-60 Hz motor on request.
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K33 meter

Self-priming pump and motor

Nozzle

Identification label

CUBE dispenser

MANUFACTURER
PRODUCT
NAME

PRODUCT
CODE

TECHNICAL
SPECIFICATIONS

PRODUCTION
YEAR

CE MARK

LOT NUMBER

The label is attached to the left side of the dispenser.

EN(Translated from Italian)

Before installing, always make sure the dispenser model is correct and suitable for the
available power supply (voltage/frequency)

 !   WARNING

PRODUSENT

LOT NUMMER

PRODUKT-
NAVN

PRODUKT-
KODE

TEKNISKE
SPESIFIKASJONER

PRODUKSJONS-
ÅR

CE
MERKE
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Deler av CUBE-pumpene

Tekniske spesifikasjoner

K33–K44-målere

Målerens nøyaktighet

Tillatt bruk

Ikke tillatt bruk

Engangsteller 3 siffer, kan nullstilles
Totalteller 6 siffer, kan ikke nullstilles

CUBE-pumper, modell Nettspenning Strømstyrke (A) Effekt (W) Pumpehastighet (l/m)

CUBE 56 >230/50 230 V/50 Hz   1~ 2,4 370 55

CUBE 70 >230/50 230 V/50 Hz   1~ 3,3 500 72

K33–K44-målerne gir følgende ytelse etter korrekt kalibrering på bruksstedet:
NØYAKTIGHET: ± 1 % (etter kalibrering, for pumpehastigheter på over 10 l/min)

Pumping av dieselolje med viskositet mellom 2 og 5,35 cSt ved 37,8 °C og PM flammepunkt >55 °C

Pumping av væsker med andre egenskaper enn det ovennevnte er ikke tillatt. Spesielt:

Ikke tillatt væske:    Fare:

Bensin      Brann/eksplosjon
Brannfarlige væsker med PM <55 °C  Brann/eksplosjon
Vann      Korrosjonen av pumpen
Drikkevarer     Forurensing av drikkevarene
Væsker med viskositet >20 cSt   Overbelasting av motoren
Etsende kjemikalier    Korrosjon av pumpen
       Personskade

Løsningsmidler     Brann/eksplosjon
       Skade på pakningene

Illustrasjonene til venstre viser delene av CUBE-
pumpene. De delene som er forskjellige i de 
forskjellige modellene i CUBE-serien, er skilt ut og 
nummerert spesiet.

Nr. på tegningen Beskrivelse
1 Pumpemotor
2 Måleinstrument

The transfer of fluids with different characteristics than those indicated above is not
allowed. In particular:
Fluids not permitted Related danger:
Petrol .................................................................. Fire/explosion
Inflammable liquids with PM < 55°C ................. Fire/explosion
Water .................................................................. Pump oxidation
Food liquids ....................................................... Contamination of the same
Liquids with viscosity >20 cSt ........................... Motor overload
Corrosive chemical products ............................. Pump corrosion

Injury to persons
Solvents .............................................................. Fire/explosion

Damage to gasket seals

Transfer of diesel fuel with a viscosity from 2 to 5.35 cSt at 37.8°C and PM flash point >55°C.

The K 33-K44 meters, after correct calibration in the field, provide the following performances:
ACCURACY: +/- 1% (after calibration, for flow rates of over 10 l/min)

Partial meter indicator 3-digit resettable
Main total indicator 6-digit non-resettable

1 Pump-Motor Unit
2 Meter

The pictures aside show the CUBE
components. In particular, those
components that distinguish the
various models of the CUBE product
line are numbered and described.
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Components of CUBE dispensers

Technical specifications

Permitted uses

Uses not permitted

Drawing Ref.  Description

CUBE dispensers
MODEL

Supply voltage

CUBE 56 / 33 > 230/50 230 V / 50 Hz - 1~ 2.4 370 55

CUBE 56 / 33 > 230/60 230 V / 60 Hz - 1~ 3.3 520 62

CUBE 56 / 33 > 110/60 110 V / 60 Hz - 1~ 8.25 250 62

CUBE 56 / 33 > 110/50 110 V / 50 Hz - 1~ 6 250 55

CUBE 70 / 33 > 230/50 230 V / 50 Hz - 1~ 3.3 500 72

Absorption
(A)

Power
(W)

Flow rate
(l/m)

K33 - K44 meter

Meter accuracy

EN (Translated from Italian)
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INSTALLERING

Allmenne advarsler for installeringen
CUBE-pumpen kan installeres utendørs, men det kan være en fordel å plassere den under tak for lengre levetid 
og mindre ubehag for brukerne i tilfelle dårlig vær. Pumpen må installeres av kvalifiserte personer og de må følge 
instruksjonene i dette kapitlet.

Pakningens innhold

CUBE

Bunnventil

Fyllepistol

Skru ut
skruene

Sett bryteren på sokkelen
og gi den et kraftig trykk.

Bruk passende tetningsmiddel for 
gjengene.

Maksimumslengden av røret må samsvare med 
«Anbefalinger og advarsler» på neste side.
Minste rørdiameter: 1’’

H0, høydeforskjellen 
mellom drivstoffoverflaten 
og pumpen må ikke over-
stige 3 meter!

Innstalleres pumpen lavere, 
må det innstalleres anti-
hevertventil på sugelednin-
gens høyeste punkt.

Fig. 2.1 – Installasjonsdiagram for pumpesystemet

(a)

(b) Drivstoffoverflaten

CUBE kan installeres 
(a) over tanken 
(b) på nivå med tanken

Tank

1

1

2

1

1 2
2

3

2

3

Åpning Nullstillingsbryteren

Slange og pistol installeresSlangeholderen trekkes ut
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Mekanisk installering

Hydrauliske koblinger

Maksimumslengde på sugerøret

Installering av tilbakeslagsventil og filter

Slik kobles slangen til CUBE

Før du begynner å installere, må du se til at det ikke ligger igjen noe innpakningsmateriale i slangen.
Lag passende braketter avhengig av hvordan du skal sette opp CUBE. Røret fra tanken må passe inn i det 
gjengede innløpet til pumpefilteret under CUBE-enheten.

Advarsel. Ta av beskyttelsen på gjengene. De hydrauliske koblingene kan lages med bøybare eller rette rør 
som har passende skjøter, så lenge det gjøres av faglærte personer på kyndig vis og i samsvar med 
nasjonale forskrifter. 

Maksimumslengden til sugerøret, diameteren og høydeforskjellen er viktige parametere for innsugings-
forholdene. Det må ikke skapes mottrykk på mer enn 0,6 bar. Derfor må lengden av røret, hvis man følger 
minimumsdiameteren for røret som spesifiseres i Anbefalinger og advarsler nedenfor, reduseres i takt 
med at høydeforskjellen som dieselen må overvinne øker, og omvendt. Faktisk øker mottrykket med 0,08 
bar for hver meters økning i statisk høyde i forhold til væskenivået i tanken.

Ved inntaksenden av røret må det monteres en tilbake-
slagsventil med sil som alltid må være senket ned til bun-
nen av tanken. Tilbakeslagsventilen med sil leveres som 
del av tilbehøret til CUBE-pumpen

FORSLAG: 
Før du kobler røret til pumpefilteret, er det fornuftig 
å fylle røret med diesel for å gjøre det lettere å sette 
pumpen i drift.

Fig. 2.2 – Installering av tilbakeslagsventil og sil

Skru den andre enden av slangen fast til tilbakeslagsventilen.

Anbefalinger og advarsler

ADVARSEL

• Innsugingsrøret bør tåle 10 bars trykk og ha diameter på minst 1’’.
• Røret må egne seg for å fungere under mottrykk.
• Bruk rør og tilbehør som egner seg for diesel. Materialer som ikke egner seg for diesel  
 kan føre til skade på pumpe eller personer og forurense miljøet!
• Eventuelle kurver i sugerøret må ha størst mulig radius for å begrense tapet av  
 fallhøyde.
• Sørg for at sugerøret er rent.

Ikke bruk koblinger med koniske gjenger.  Det kan skade pumpen.

Tilbakeslagsventilen holder røret 
konstant fylt med diesel.

Filterinnløp

47 – Tilbakeslagsventil

48 – Sil

CUBE is shipped inside stackable cardboard packaging.

DIMENSIONS OF PACKAGING: h. = 480mm / w. = 380mm / d. = 380mm

TOTAL WEIGHT: Cube 56/33 = 21.3 Kg Cube DC 12V = 22 Kg PACKAGING WEIGHT: 1.8 Kg
Cube 70/33 = 24.0 Kg Cube DC 24V = 22 Kg 1.8 Kg

When the machine is not used, whether it is packed or unpacked, it must be stored in a place protected from the
weather (rain, damp, sun, etc.) and from dust.
To remove the cardboard packaging, use a pair of scissors or cutters, being careful not to damage the appliance.
Fully open the packaging and take out the CUBE so that it can be taken to the place of final installation.
Once the packaging has been removed, the station must always be kept in ver tical position.
Packaging par ts (cardboard, wood, cellophane, etc...) must be placed in specific containers and not left lying around
or within reach of children, as these represent a potential risk hazard. They must be disposed of according to the
regulations applicable in the country of use.
Check the integrity of the machine by making sure the shipped par ts are not damaged in any way that could affect
safey and operation. In case of any doubts, do not star t the appliance but contact the manufacturer's after-sales
service.

Protective gloves. Prolonged contact with hydrocarbons can cause skin irritation: when dispensing
fuel always use PVC gloves conforming to the standard EN 388 cat.2.

Permitted uses. The unit must always be used for the purpose intended. Follow the instructions
listed in the chapter Instructions for Use.

Overheating. To prevent overheating, make sure that the pump of the dispenser stops whenever fuel
has not been dispensed for more than 2 minutes.

Smoking prohibited. When operating the dispenser and in par ticular during refuelling, do not smoke
and do not use open flame.

Electrical precautions. There are dangerously high voltages inside the unit. Only qualified and
authorized technical personnel are allowed to open the dispenser.

Service. Service of the dispenser must be per formed by qualified personnel.

CUBE dispensers are appliances designed for the private distribution of diesel fuel for motor transport.
All the models of the series share the same sturdy metal structure and the self-priming type pumps, while they differ
in terms of the meter - mechanical or electronic - and in the fact that some models feature an electronic dispensing
Control System.
Reliability of pumping units, accurate measurement of dispensed product and high Control System performance are
CUBE's strong points.
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FIRST AID RULES

GENERAL

SAFETY RULES

TRANSPORT, HANDLING AND UNPACKING

Persons who have ingested toxic liquids: whenever fuel has been swallowed, do not induce vomiting, but
have the injured person drink large quantities of milk or water.

Persons who have suffered electric shock: disconnect the power source, or use a dry insulator to protect
yourself while you move the injured person away from any electrical conductor.
Avoid touching the injured person with your bare hands until he is far away from any conductor
Immediately call for help from qualified and trained personnel.

IN ALL CASES, SEEK MEDICAL ATTENTION IMMEDIATELY

EN(Translated from Italian)
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Elektriske koblinger

Oppstart

Tilkobling av c.c. DC CUBE

Pumpen fylles

Pumpen startes opp

De elektriske koblingene må gjøres på kyndig vis av personell som følger de nasjonale forskriftene.
De største avvikene som tillates fra de elektriske parameterne er:
• spenning   5 %
• frekvens   2 %

Pumpen som følger med CUBE er en selvsugende pumpe som kan suge med tomt innsugingsrør. 

Følg helst med på den første oppstartfasen for å sikre at den ikke tar for lang tid. Oppstarten kan ta fra 
noen sekunder til et par minutter avhengig av lengden og fyllingsgraden til innsugingsrøret.

ADVARSEL

ADVARSEL

CUBE-pumper er ikke utstyrt med jordfeilbryter. Derfor anbefales det sterkt å forsyne pluggen 
med en jordfeilbryter som utløses av en reststrøm på 30 mA.

Koble strømkabelen med riktig polaritet: 
blå = + / brun = - og fest den som vist på 
figuren.

Bryteren må stå som vist på figuren

priming tubes, the priming of the pump can
require from several seconds to several
minutes, as a function of the characteristics
of the system.

The pump provided with the CUBE is a
self-priming pump capable of suctioning an
empty tube, nevertheless, the pump should
be partially filled with diesel fuel before

turning it on for the first time.

It is left to the technician's experience to
determine the best way to fill the pump.

Simply introduce the cable with the Schuko plug into the
hole at the bottom of the CUBE (see picture aside) and
connect the plug to a grounded outlet of the household
type.
Connect the ground wire to a grounding connection
prepared according to the regulations.

The electrical connections must be performed
in a workmanlike manner by skilled personnel,
respecting the regulations in effect in the
country of installation.
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Connecting the CUBE 230V ac single-phase

Connecting the c.c. DC CUBE

Filling the pump

Priming the pump

Electrical Connections

Starting

The maximum acceptable variations from the
electrical parameters are:

• voltage ± 5 %.
• frequency ± 2%

It is advisable to oversee the first priming
phase to make sure that it is happening in a
reasonable amount of time:
depending on the length and fill status of the

EN(Translated from Italian)

CUBE dispensers are not equipped with circuit breakers. It is therefore strongly recommended to
install on the plug a 30-mA residual current operated circuit breaker.

 !   WARNING

Connect the power cord
following the polarity:
blue = + / brown = -
and lock it as shown in the
drawing.

Refer to Panther DC
(M0127)  manua l  fo r
information concerning the
fuses (30A for the 24V
version and 40A for the
12V version).

The direction of the
selector should be as
shown in the picture

 !   WARNING

SORT RØD BLÅ

BRUN
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When the machine is not used, whether it is packed or unpacked, it must be stored in a place protected from the
weather (rain, damp, sun, etc.) and from dust.
To remove the cardboard packaging, use a pair of scissors or cutters, being careful not to damage the appliance.
Fully open the packaging and take out the CUBE so that it can be taken to the place of final installation.
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or within reach of children, as these represent a potential risk hazard. They must be disposed of according to the
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Overheating. To prevent overheating, make sure that the pump of the dispenser stops whenever fuel
has not been dispensed for more than 2 minutes.

Smoking prohibited. When operating the dispenser and in par ticular during refuelling, do not smoke
and do not use open flame.

Electrical precautions. There are dangerously high voltages inside the unit. Only qualified and
authorized technical personnel are allowed to open the dispenser.

Service. Service of the dispenser must be per formed by qualified personnel.

CUBE dispensers are appliances designed for the private distribution of diesel fuel for motor transport.
All the models of the series share the same sturdy metal structure and the self-priming type pumps, while they differ
in terms of the meter - mechanical or electronic - and in the fact that some models feature an electronic dispensing
Control System.
Reliability of pumping units, accurate measurement of dispensed product and high Control System performance are
CUBE's strong points.
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have the injured person drink large quantities of milk or water.

Persons who have suffered electric shock: disconnect the power source, or use a dry insulator to protect
yourself while you move the injured person away from any electrical conductor.
Avoid touching the injured person with your bare hands until he is far away from any conductor
Immediately call for help from qualified and trained personnel.
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CUBE slås på

For alle CUBE-modeller er det tilstrekkelig å
• løfte pumpepistolen fra holderen
• løfte holderen (ON)
 (fig. 2.5).

Fig. 2.5 – CUBE slås på

Anbefalinger og advarsler
Stopp pumpen hvis denne fasen tar for lang tid, og se etter om:
• pumpen går helt på tomgang
• sugerøret er lufttett og helt nedsenket i væsken
• silen er tilstoppet
• høydeforskjellen ved oppstart er over 3 meter
• restluften i rørene er fjernet

For all CUBE versions it is sufficient to:

- take the dispensing nozzle away from the
rest;

- Lift the rest (ON)
(Fig. 2.5).

Fig. 2.5 - Turning on the Cube

If accuracy is NOT satisfactory, proceed to CALIBRATE THE METER according to the
instructions in the M0033 manual.

Before using the CUBE station, check the METER ACCURACY.
For this purpose, proceed as follows:
• Take out the nozzle and start the pump as described in the above paragraph.
• Run the fuel into a calibrated container.

Calibrating the meter

Turning on the Cube
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If this phase is excessively prolonged, stop the pump and verify that:

- the pump is not running completely dry;
- the suction tubing is air-tight and completely immersed in the fluid to be pumped;
- the suction filter is not clogged;
- the difference in height for priming is not greater than 3 meters;
- the residual air in the tubes has been evacuated.

 !   Recommendations and warnings

• To correctly check accuracy, always keep to the following instructions:
• Use a precision sample container, featuring a graduated measuring scale, with a capacity

of at least 20 litres.
• Before making the check, always make sure you have eliminated all the air from the system

and then run the fuel until a full and regular flow is achieved.
• Dispense in a continuous way at maximum CUBE flow rate.
• Stop the flow by quickly closing the nozzle.
• Reach the graduated area of the container, avoiding prolonged dispensing at low flow

rates; prefer short dispensing operations at maximum flow rate.
• Compare the reading provided by the container, with that provided by CUBE, after waiting

for all the froth to disappear.

 !   Recommendations and warnings

Differences up to 0.2 litres out of every 20 litres fall within the guaranteed accuracy of +/- 1%.

 !   WARNING
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EN(Translated from Italian)
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Slik fyller du drivstoff

1) Drei nullstillingsbryteren mot klokken for å nulle ut engangstelleren. Totaltelleren kan ikke nullstilles.
2) Trekk ut fyllepistolen (a) og sett den inn i tanken som skal fylles.
3) Løft starthendelen til stillingen ON (b). Pumpen starter.
4) Trykk på utløseren på pistolen og hold den inne til du har fylt tilstrekkelig mengde.
5) Når du er ferdig med å fylle, senker du starthendelen til stillingen OFF (c). Pumpen stopper. 
 Sett pistolen tilbake (d).
6) Heng slangen på slangeholderen igjen slik at den ikke risikerer å bli ødelagt.

Anbefalinger og advarsler
• Det må alltid være en operatør til stede for kontroll når det skal fylles drivstoff.
• Hold pumpepistolen stengt inntil den settes inn i tanken som skal fylles.
• Fyllepistolen virker bare hvis utløseren på pistolen trykkes helt inn.

Bruksanvisning

Nullstillings-
bryteren

Slange-
holderen

CUBE is shipped inside stackable cardboard packaging.

DIMENSIONS OF PACKAGING: h. = 480mm / w. = 380mm / d. = 380mm

TOTAL WEIGHT: Cube 56/33 = 21.3 Kg Cube DC 12V = 22 Kg PACKAGING WEIGHT: 1.8 Kg
Cube 70/33 = 24.0 Kg Cube DC 24V = 22 Kg 1.8 Kg

When the machine is not used, whether it is packed or unpacked, it must be stored in a place protected from the
weather (rain, damp, sun, etc.) and from dust.
To remove the cardboard packaging, use a pair of scissors or cutters, being careful not to damage the appliance.
Fully open the packaging and take out the CUBE so that it can be taken to the place of final installation.
Once the packaging has been removed, the station must always be kept in ver tical position.
Packaging par ts (cardboard, wood, cellophane, etc...) must be placed in specific containers and not left lying around
or within reach of children, as these represent a potential risk hazard. They must be disposed of according to the
regulations applicable in the country of use.
Check the integrity of the machine by making sure the shipped par ts are not damaged in any way that could affect
safey and operation. In case of any doubts, do not star t the appliance but contact the manufacturer's after-sales
service.

Protective gloves. Prolonged contact with hydrocarbons can cause skin irritation: when dispensing
fuel always use PVC gloves conforming to the standard EN 388 cat.2.

Permitted uses. The unit must always be used for the purpose intended. Follow the instructions
listed in the chapter Instructions for Use.

Overheating. To prevent overheating, make sure that the pump of the dispenser stops whenever fuel
has not been dispensed for more than 2 minutes.

Smoking prohibited. When operating the dispenser and in par ticular during refuelling, do not smoke
and do not use open flame.

Electrical precautions. There are dangerously high voltages inside the unit. Only qualified and
authorized technical personnel are allowed to open the dispenser.

Service. Service of the dispenser must be per formed by qualified personnel.

CUBE dispensers are appliances designed for the private distribution of diesel fuel for motor transport.
All the models of the series share the same sturdy metal structure and the self-priming type pumps, while they differ
in terms of the meter - mechanical or electronic - and in the fact that some models feature an electronic dispensing
Control System.
Reliability of pumping units, accurate measurement of dispensed product and high Control System performance are
CUBE's strong points.

5

FIRST AID RULES

GENERAL

SAFETY RULES

TRANSPORT, HANDLING AND UNPACKING

Persons who have ingested toxic liquids: whenever fuel has been swallowed, do not induce vomiting, but
have the injured person drink large quantities of milk or water.

Persons who have suffered electric shock: disconnect the power source, or use a dry insulator to protect
yourself while you move the injured person away from any electrical conductor.
Avoid touching the injured person with your bare hands until he is far away from any conductor
Immediately call for help from qualified and trained personnel.

IN ALL CASES, SEEK MEDICAL ATTENTION IMMEDIATELY

EN(Translated from Italian)
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Slik åpnes og lukkes CUBE

Periodiske inspeksjoner

Slik renser du pumpefilteret

• Skru ut de tre kryssporskruene  
 på venstre side av CUBE (fig.   
 4.1, A-skruene).
• Skru ut de tre kryssporskruene  
 på høyre side av CUBE (fig. 4.1,  
 B-skruene).
• Løft overdelen av CUBE.
• Lukkes ved å gjøre samme   
 trinn i omvendt rekkefølge.

• Ta en sjekk hver uke og hold   
 pumpe, rør og tilkoblinger   
 rene slik at du kan oppdage   
 lekkasjer raskt.
• Hold røret til fyllepistolen   
 rent og spesielt hullet til over 
 trykksføleren i enden av røret  
 (fig. 4.2). 
• Rens silen og tilbakeslags  
 ventilen i bunnen av tanken   
 like ofte.

Pumpefilteret må renses hver uke eller oftere hvis man merker at pumpe
hastigheten synker. 
Hvor ofte det er nødvendig å rense avhenger mest av hvor mye drivstoff som 
pumpes, men også av andre ting, for eksempel hvis det pumpes like etter at 
tanken er etterfylt, siden dette kan virvle opp avleiringer som normalt ligger på 
bunnen.
Slik kommer du til filteret:
• Ta av overdelen av CUBE (og sidedelen for versjon CUBE 70), ved å skru  
 ut de 6 sideskruene (se Slik åpnes og lukkes CUBE).
• Skru ut de 2 skruene på filterdekselet.
• Filteret renses tilstrekkelig ved å vaske det og blåse gjennom det.

VEDLIKEHOLD

The pump filter must be cleaned weekly or more often whenever a
reduction in flow rate is noticed.
The frequency required depends most of all on the quantity of fuel
dispensed, but also on other causes as well, such as dispensing fuel
immediately after refilling the tank, which stirs up sediment which
normally lies at the bottom.

To gain access to the filter:
• Remove the upper part of the Cube (and the side part for the

version CUBE 70), by unscrewing the 6 side screws (see Opening
and Closing the Cube)

• Screw off the 2 screws on the filter cover.
• To clean it, it is sufficient to wash it and blow through it.

- Check weekly and keep the pump body, tubing
and flanges clean to promptly reveal any leaks.

- Keep the dispensing nozzle tube clean and
especially the hole for the excess pressure
probe at the end of the nozzle tube (Fig. 4.2).

- With equal frequency or at least every time the
tank is filled, clean the filter and check valve at
the bottom of the tank.

- Every three months (or more often in case of
doubt) verify the accuracy of the meter.

- Screw off and remove the three cross-head screws
on the left side of the CUBE (Fig. 4.1, screws A).

- Screw off and remove the three cross-head screws
on the right side of the CUBE (Fig. 4.1, screws B).

- Raise the CUBE higher part.

- To reclose it, perform these steps in reverse
order.
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Cleaning the pump filter

Opening and Closing the CUBE

Periodic Inspections
Fig. 4.1 - Opening the CUBE

Fig. 4.2 - Nozzle tube and probe
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EN (Translated from Italian)
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Følerhull

Fig. 4.1 – CUBE åpnes og lukkes

Fig. 4.2 – Pistol og følerhull
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Feilsøking

Side	  15 Feilsøking 
 

 
Problem 

 
Mulig årsak Mulige ti ltak 

Den får ikke strøm. 

Sett starthendelen i stilling 
ON. 
Slå inn den utvendige 
jordfeilbryteren. 
Sjekk de elektriske 
kontaktene. 

Sikringer har gått. Bytt sikringene i 
koblingsboksen. 

 
Defekt bryter i 
koblingsboksen. 
 

Bytt bryteren. 
Motoren går ikke. 

Motorproblemer. 

Hvis rotoren er fastkilt, kan 
du demontere motoren, se 
etter skader og blokkering og 
sette den sammen igjen. 
Ta kontakt med 
serviceavdelingen. 

 
Motoren starter ikke med 
pistolen stengt. 
 

For lav elektrisk spenning. 
Se etter om spenningen er 
mer enn 5 % under den 
nominelle. 

For høyt sugetrykk. 
Senk CUBE i forhold til 
tanken eller øk diameteren 
på røret. 

Stort tap av fallhøyde. Bruk kortere rør eller større 
diameter. 

Innsugingsrøret hviler på 
bunnen av tanken. Trekk røret litt opp. 
Lavt nivå i tanken. Etterfyll tanken. 
Det kommer luft i 
innsugingsrøret eller pumpen. 

Sjekk koblingene til røret og 
nivået på dieselen i tanken. 

Lav rotasjonshastighet på 
motoren. 

Sjekk spenningen ved 
motoren. 
Juster spenningen og/eller 
bruk ledninger med større 
tverrsnitt. 

Tilbakeslagsventilen blokkert. Rens eller bytt. 
Tankfilteret tilstoppet. Rens filteret. 
Pumpefilteret tilstoppet. Rens filteret. 

Væskelekkasje. 
Sjekk om koblingene er tette 
og tilstanden til 
gummislangene. 

Lav eller ingen væskestrøm 

Målerkammeret blokkert. Rens målerkammeret. 
Luft i innsugingsrøret. Sjekk om koblingene er tette. Måleren er unøyaktig. Målerkammeret skittent. Rens målerkammeret. 
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